.
Alumina Silica
Specifications

TYPICAL CHEMICAL ANALYSIS

M47- M60- M70-
Alumina (ALO,) 47.80% 58.00% 68.00%
Silica (SiO,) 49.30% 38.30% 27.90%
Titania (TiO,) 1.78% 2.25% 2.61%
Ferric Oxide (Fe,0O,) 0.98% 1.31% 1.33%
Calcium Oxide (CaO) 0.03% 0.04% 0.06%
Magnesium Oxide (MgO) 0.04% 0.05% 0.04%
Sodium Oxide (Na,O) 0.04% 0.02% 0.03%
Potassium Oxide (K,0) 0.03% 0.03% 0.03%
TYPICAL PHYSICAL PROPERTIES
M47- M60- M70-
Specific Gravity (gm/ml): 2.64 2.80 2.85
P.C.E. Temperature Value 3200°F 3310°F 3390°F
ORIGIN DATE: April 13, 1998
REVISION DATE: July 23, 1998
R&R Ransom & Randolph
DexspLy AT Done! 20MAIGHIZ3(UK)  Maummee O 43557 USA
Fax: 208/8040127 (UK) USA Phone: (800)800-7496
htmtradecoltd@aol.com Phone: (419)865-9497

FAX: (419)865-9997
www.ransom-randolph.com
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